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SIDEWALK RAMP 

Concrete base and adjacent sidewalk
shall be constructed monolithicly

Detectable Warning Pavers
(see notes)

Brick Installation Details

See notes for
joint treatment

4' Min. (Non-grouted Joints)

2' Min. (NonGrouted Jts)

Paver Brick Notes:
1.  Paving Brick shall be 2 
14" x 3 58" x 7 58" if grouted and 2 14" x 4" x 8"
   if non-grouted Endicott Clay Products Co., Handicap Detectable Warning
   Pavers, Medium Ironspot #46 color, or approved equal and shall meet the
   requ
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RAMP
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TRANSITION W/ 
WARNING SURFACE

LEGEND RUNNING SLOPE
1" / Ft. Max.
(1:12 Max.)

CROSS SLOPE
1/8"-1/4" / Ft.

(1:48 Max.)

RUNNING LENGTH

15 Ft. Max.

60 Inches Min.

24 Inches Min.

WIDTH

48" Min. or Width of Existing
Sidewalk.  Whichever is Greater

48 Inches Min.

48 Inches Min.

(PERPENDICULAR TO TRAVEL)

2'-
12" Min. (Grouted Jts)Concrete C & G

6" 6"

3"Clear
(Typ.)

9"
6"

4' - 
12" Min. (Grouted Joints)

3
8" Typ.

9"

1
2" Mortar Setting Bed

Concrete Base

1/8"-1/4" / Ft.
(1:48 Max.)

1/8"-1/4" / Ft.
(1:48 Max.)

1/8"-1/4" / Ft.
(1:48 Max.)

1/8"-1/4" / Ft.
(1:48 Max.)


