
STANDARD
DETAIL
21-9

DETAIL
ENTRANCE DRIVE

INDUSTRIAL
COMMERCIAL &

AN
D 

GU
TT

ER
RE

MO
VE

 C
UR

B

FA
CE

 O
F C

UR
B

GU
TT

ER
 G

RA
DE

 @
MA

IN
TA

IN
 EX

IST
IN

G

SE
CT

IO
N 

E-
E

PL

7" 
MI

N.
 PO

UR
ED

 C
ON

C.

RE
MO

VE
 C

UR
B

AN
D 

GU
TT

ER
24

"

12
% 

MA
X. 

CH
AN

GE
IN

 SL
OP

E

8%
 M

AX
. C

HA
NG

E
IN

 SL
OP

E

* =
 S

LO
PE

 AS
 PE

R 
ST

RE
ET

 C
RO

SS
 SE

CT
IO

N
VA

RI
ES

VA
RI

ES

BREAK POINT
VARIABLE

PL
AN

VA
RI

AB
LE

1/2
" B

ITU
MI

NO
US

EX
PA

NS
IO

N 
JO

IN
T

BA
CK

 O
F C

UR
B

VARIABLE

PR
OP

ER
TY

 LI
NE

1/2
" E

XP
AN

SIO
N 

JO
IN

T
15'

 MIN.

NO
TE

: E
NT

RA
NC

E T
O 

DR
IVE

 TO
 BE

 PO
UR

ED
 M

ON
OL

ITH
IC

AL
LY

VA
RI

AB
LE

EE

CO
NT

RA
CT

IO
N 

JO
IN

TS

GARDNER, KANSAS APPROVED

CITY ENGINEER

DATE

REVISED

12
' M

AX
.

NO
RM

AL
 TO

P O
F

CU
RB

 EL
EV

AT
IO

N

COMMERCIAL

INDUSTR
IAL

25'
 MIN.

* 4
00

0 P
SI 

CO
NC

RE
TE

 R
EQ

UI
RE

D

4'
1'

1/8
"-1

/4"
 PE

R 
FT

.
TO

WA
RD

S C
UR

B A
T

SID
EW

AL
K.

ENGINEERING
WORKS/
PUBLIC

DIVISION

JRH

2-1-07

*


