
DETAIL
STANDARDP.V.C. SEWER PIPE

DETAILS

REVISED

DATE

CITY ENGINEER

APPROVEDGARDNER, KANSAS

14.715
11.9
9.9
7.8
5.7
3.8

NOMINAL PIPE SIZE    GASKET INSIDE DIA.

12
10
8
6
4

DIMENSION TABLE FOR WATERSTOP GASKET

MI
N6"

GASKET
FERNCO WATERSTOP

TYPE GROUT
EXPANSIVE 

CONCRETE BASE

C.L. WALL & GASKET

P.V.C. PIPE

WATERSTOP GASKET

GASKET
PIPE WALL

CLAMP
STAINLESS STEEL

       1. WATERSTOP GASKET - GASKET CROSS SECTION SHALL BE EQUAL
          TO HAMILTON KENT DIE NO. 2347, OR A-LOK.
       2. CLAMP - CLAMPS SHALL BE WORM DRIVE WITH 3/8" HEX HEAD 
          SLOTTED SCREW WITH 9/16" WIDE BAND WHICH IS CONTINUOUSLY

NOTES: 

          GEAR SLOTTED ALL AROUND. CLAMPS SHALL BE ALL STAINLESS
          STEEL-BAND AND A HOUSING OF 300 SERIES AND WORM SCREW OF
          400 SERIES S.S. CLAMPS SHALL BE EQUAL TO IDEAL, 64 SERIES
          OR 68 SERIES, 0.024" THICK.

          METALLIC ADDITIVE NON-SHRINK TYPE EQUAL TO MASTER BUILDERS "EMBECO"
          CEMENT GROUT FOR 4" MIN. COVER ALL AROUND. GROUT SHALL BE A
          WORM DRIVE TO 10'-LBS. TORQUE. ENCASE IN EXPANSIVE TYPE
          POSITION. PLACE CLAMP OVER GASKET AS SHOWN ABOVE AND TIGHTEN
       3. INSTALLATION - STRETCH GASKET AND SLIP OVER PIPE INTO 

ENGINEERING
PUBLIC
WORKS/
DIVISION
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