
METER PIT
COVER (FORD A32C)

8"-
10

"METER TILE
18" X 36"

TYPE 'K' COPPER
MUELLER H-15530
1/4" BEND COUPLING
MALE I.P.T TO COPPER

MUELLER H-15425
STRAIGHT COUPLING
COPPER TO MALE I.P.T. MUELLER MARK II

ORISEAL W/DRAIN
H-10284

3/4" CLEAN 
CRUSHED ROCK

8" CONCRETE
BLOCK

MUELLER H-10045
FOR CONTINUATION SEE TYPICAL
DEAD END LINE DETAIL
(SEE DEAD END LINE ASSEMBLY)

(3 EACH)
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CITY ENGINEER
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REVISED

50-3
DETAIL

STANDARD

PLUG ON END
OF PIPE

PLUG ON
END OF
PIPE

MUELLER
H-15530
1/4" BEND
COUPLING
MALE I.P.T.
TO COPPER

TYPE "K"
COPPER

VAULT
CIRCULAR
48"x36"

36
"MIN.

4" OR APCO 145C)
(VALMATIC 202C
VALVE

3/4" CLEAN 
CRUSHED ROCK

2" BRASS PIPE2" GATE VALVES

2" COMBINATION
AIR AND VACUUM2" BRASS PIPE

OR COPPER
TUBING (BENT
AS SHOWN)

2" TAPPING SADDLE
OUTLET

C WATER MAINL

EQUAL. RING AND LID
DEETER NO. 2016 OR APPROVED
CLAY AND BAILEY NO. 2020

6"MIN

FLUSHING ASSEMBLY
AND

AIR AND VACUUM
DETAILS

PUBLIC
%%ENGINEERING

%%WORKS/
DIVISION 2-1-07

JRH

(CAST IN MANHOLE TOP).

1. WHERE MAIN IS LOCATED BEHIND CURB IN STREET R/W OR EASEMENT, FLUSHING ASSEMBLY
   MAY BE CONSTRUCTED OVER END OF LINE WITHOUT THE OFFSET AS SHOWN BELOW.
2. BELOW TO BE USED ON NEW MAIN EXTENSION WHERE MAIN IS WITHIN PAVED SURFACE,
   SHOULDER OR IN DITCH LINE.  LOCATE TILE IN ESTABLISHED GRADE AREA.
3. SET 5'-0" STEEL POST NEAR BLOW OFF ASSEMBLY.
4. ALL FITTINGS AND PIPING SHALL BE 2".
5. FOR MANUALLY OPERATED VALVES ONLY.
6. 24-MESH NONCORRODIBLE SCREEN OVER END OF VENT PIPE.
7. FLUSHING ASSEMBLY ALLOWED ON 6 INCH WATERLINES AND SMALLER ONLY.

NOTES:


